
      Read these Safety 
       Messages before 
             operating 

      Read these instructions 
       before using the i-Mop 

Item Name Photos Quantity Note

1 Main body component 1

2 I Land wash bag 1

3 Small tank holder component 1

4

Tools 1

5

Strap with clip 1060x38mm 1

6

Keys 3

Middle castor 2
together with 8 PCS screws(103.0018.4)

in box OPS161 in upper drawer

Handle with control panel 1 include safe ty sign, fix screw in lower drawer

Rear wheel 1
together with 2 flat keys in OPS41 in lower

drawer

Front converter 1
together with 6 PCS screw (103.0018.10)

for fix on main body

Motor Assy

1

1

Flat shelf with castor 1

13 Long bridge 2

"Right"&"Left" mark on it.

screws (103.0018.4) for fix it on main body

together with 8 pcs screws(103.0018.8)

I land XLD drawer packing list

7

Packing List

cable hook with screw are fixed with cable

on the top of main body

on the top of main body
6pcs screw(103.0018.8) in bag - for fix it 
on main body

together in one box in upper drawer

8

9

10 Control housing

1

together with 2pcs screws(103.0018.4)

for fix it on main body

11 Big tank holder
for fix it on main body

12

together with 6 pcs screws(103.0018.8)

for fix shelf on front convertor

2 pcs screws (103.0018.8)

for fix bridge on it

packed on the side of main body

PRO
SERIES
WITH

DRAWERS

Pro



 

 

Installation Installation 
1. Install motor assy on body with 4 PCS screws (103.0018.4, 0.7" length)
    Notice the direction of the plate, there is a mark “RIGHT” on the plate 
    which should be     fixed on the right side of main body.

2. Install rear wheel in motor shaft

1. Unscrew nut, spring washer, 
flat washer out from motor shaft

2. Put the flat key in the 
slot of motor shaft

 

3. Assemble the wheel in 
shaft

 

4. Add a washer 5. Add a spring washer 6. Fasten the nut to the thread of motor 
shaft

3. Install middle castor as below picture with screw (103.0018.4, 0.7")

4. Install control module metal housing.

    a. Tear off film, unscrew the screws to take cover off
    b. Insert the motor wire from back house and connect it with control module
    c. Insert control wire into the hose as below, connect it as below picture
    d. Use 2pcs 103.0018.4(0.7") to fix it on body
    e. Install cover of metal housing with screws and nuts.

a

 

b

c d

 

5. Install handle on body, install safety sign hanger on handle

    a. Connector control wire as below picture, and insert wires into hole on handle.
    b. Then use 6 pcs 103.0018.0(2.25") to fix handle on body
    c. Use 2 pcs 103.0018.2 to fix safety sign hanger on handle as below
  

Handle together with hanger and screws

a

cb



 

 
 

 
 

 

 

Installation 
6. Instruction of control board on handle 

 Battery voltage display

 

Speed control switch

Main switch 

Direction control switch
0 - forward
I - backward

High speed
Medium speed
Low speed

Drive

 
7. Install small tank holder on the back of body
    Use 6 pcs 103.0018.8(1.5") to fix it as below picture of tank holder.

 

 

 
8. Install the convert plate
    Use 6 pcs 103.0018.10(2") to fix it as below picture

 

9. Install SA shelf to convert plate.
    Use 6 pcs 103.0018.8(1.5") screw 
    to fix it as below picture
   

 

 

10. Install the cable hook as below picture
   

Installation 

11. To connect the belt (103.0016.0)
   

 

12. Install the hook (1 pcs 103.0021.1)
      with screws (2 pcs 103.0018.2)
   

13. To attach the bag (103.0025.0/394)
      on the handle of cart. Operation

1. Use key to open and lock the drawer.
2. Small tank holder which can hold 2 small tanks.
3. Big tank holder which can hold 2 big tanks.
4. Disconnect the belt and put the bridge on the ground, 
    Push the imop machine    on the flat shelf and lock the 
    machine handle by land lock system, then connect
    the belt and grasp the handle of the land to push. 
    you can sue the rear wheel to     stop the land.
5. Use socket on i-Land to offer the power for battery charger.

 



Exploded Views
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Exploded Views
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